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About your Window

ETL listed product

All of Easi-Serv’s products are inspected, tested, and adjusted for normal use prior to leaving the factory.
Your window has been certified by ITS ETL SEMKO. This certification mark indicates that:

1 The window has been tested to and has met or exceeded the minimum requirements of a widely
recognized (consensus) U.S. and Canadian product safety standard.

1 The manufacturing site has been audited.

1 Easi-Serv has agreed to a program of periodic factory follow-up inspections to verify continued
conformance.

Serial number
Every window manufactured by Easi-Serv is issued with a unique serial number to identify the window.
This enables us to easily reference the type of window, its date of manufacture, and its service record.

The serial number can be found on a small plate on the inside of the window, on the bottom of the
moveable panel. (See the photo on the next page.)

ECLLIE Serial Number:

Installation Date:
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Safety information

General Warnings & Safety Instructions

> PPk

Do not install, operate, or service this window without having carefully read this manual.
For future reference, have this manual available while using this window and always
follow the instructions provided.

Read and follow all safety statements, installation instructions, operations information,
and care directions before attempting to operate this window.

Wear suitable clothing while operating this window. Avoid scarves, ties, loose clothing,
and jewellery as they can be caught in moving parts. Wear a protective hair covering to
contain long hair.

Do not insert fingers, body parts, or foreign objects into the moving parts of this window.

To avoid the risk of electric shock or injury, turn off the power to the window at the
source before cleaning the window or performing any maintenance or repairs.

Warnings for Installation and Service Persons

A
A\

Any installation, maintenance, repair, and/or electrical work must be done by qualified
persons in accordance with all applicable codes and standards and the manufacturer’s
recommended procedures.

To avoid the risk of electric shock or injury, turn off the power at the source before
removing the hood cover.
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Installing your window

1. Check the window for damage. Easi-Serv is not liable for any problems caused as a
result of damage from shipping or installation. If your window is damaged when you
receive it, contact Easi-Serv IMMEDIATELY.

2. Check the wall opening

a. Find out the type of wall construction.
b. Make sure that the window opening is the correct size.
c. Make sure that the window opening is square.

Rough Opening Size

Storefront Wu + %" Hu + %"
Stud Wall Wu + %47 Hu + %"
Brick Veneer Wu + %" Hu + %"

HRo

X

Recommended
Height from
Ground: 36"

A
LN\

Wu

Installation of Window

3. Make sure that the power supply meets requirements.
Electrical power supply requirements for this appliance are:
North America: 110/120v 15a 60hz circuit
International: ~ 220/240v 15a 50/60hz circuit
NOTE: These power supply requirements are for the window with a heater. A dedicated 15 to 20

amp breaker is reccommended whether the window has a heater or not.

4.  Prepare the wall opening
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10.

11.

a. Ifneeded, line the window opening with a waterproof membrane. The architect will have
specified the right type.

b. Install a sheet metal (aluminum or steel) sill flashing on the bottom edge of the wall
opening.

c. Shim the flashing, if needed, so that it’s level.

Remove the hood cover screws and hood cover from the inside of the top of the window.

- — o
4 ¥ -
N A
P Logic Lock 2 4_"1 .—w l eaer Ca

Hood Cover, Header Cap & Logic Lock

Find the opening for feeding the cable into the window frame. The opening is a large blue grommet
in the window frame.

Electrical Connection / Terminal Block Location

Carefully lift the window and slide it into the opening.

/=\ Warning: The window is very heavy and requires at least two people to safely lift it.

Make sure the window is plumb and level. Shim the window if needed.

Pull the electrical supply cable into the hood of the window.

Make sure that the window projects far enough from the outside of the building. The architect will
have specified the proper distance.

Pre-drill 4 holes through the frame, 2 on each side. ONLY drill holes for installation where marked
on the window. Otherwise, you may damage the wiring for the window.
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DO NOT FASTEN THROUGH
ERE!

Ribbon Cable Located In Jamb Installation
Screw

INTERIOR SIDE \
T T
‘u}ﬁk -y

| _>
EXTERIOR SIDE

LA

ol

Installation
Screw

Location of Installation Screws

12.  Screw the window to the frame using 3 %" (9 cm) screws. The type of screws you use will depend on

the construction of the wall.

13.  Caulk around the edge of the window between the window and the wall finish. On the outside, use a
polyurethane caulking such as Dymonic™ On the inside, use an appropriate caulk for the wall
surface.

14. Tuck away the breather tubes

a. Crimp the ends of the small breather tubes on each panel of the window.
b. Push the crimped tube under the edge of the glazing vinyl.

c. Pushin and smooth the glazing vinyl.

Breather
Tube

Glass Breather Tube

15.  Connect the power

Warning: All electrical work must be done by qualified persons in accordance with all
applicable codes and standards and manufacturer’s recommended procedures.
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a. Connect the Live conductor to the terminal marked Black.
b. Connect the Neutral conductor to the terminal marked White.

Connect Electrical
| Supply Here ¥ i3

v i
e ™
i g / ”~ .
»
/ ¢
4 [F
X )

I

Connect the Ground conductor to the terminal marked Ground.
#

Feed Electrical Supply

Through Here
it |~

- el

Electrical Connection

16.  Replace the hood cover and hood cover screws.
17. Turn on power to the window.

18.  Test the window operations, including all three (3) settings of the Logic Lock: Daytime Use, Night
Latch, and Peak Period.

19.  Adjust the proximity sensor, opening speed, closing speed, and/or closing time control if necessary.
(The steps are described in this manual.)

Adjusting your window after installation

All of Easi-Serv’s windows are adjusted and calibrated for correct operation before they leave the factory.
However, the window operation may be affected by movement during shipping or by installation, so the
window may require some adjustment. Typical things that can occur are:

Problem Cause Solution
The window opens too quickly | The opening speed is not Adjust the opening speed.
or too slowly. properly set.
The closing speed is not Adjust the closing speed.
The window closes too quickly properly set.
or too slowly. The closing time control is not | Adjust the closing time control.
properly set.

NOTE: The closing time control and the closing speed work together. If the window does not close all
of the way, you can increase either the time or the speed. You should not need to increase both.
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Dirt or debris from installation Clean the track.
is clogging the track.

The window does not close all of

the way.
Y too low.

The closing time control is set Adjust the closing time control.

The closing speed is set too low. | Increase the closing speed.

The window only opens when
you are very close.

The window opens when you properly set.

are far away.

The proximity sensor is not

Adjust the proximity sensor.

Damage From Shipping or Installation

& Easi-Serv is not liable for any problems caused by damage from shipping or installation.

Operating your window

The window has a sensor that sends out an optical
beam.

When an object moves into the beam, the window
will open. When the object moves out of the beam,
the window will close.

The beam is positioned to work best for windows
installed 36” (90cm) above the floor. If your window
is installed at a different height, adjust the proximity
Sensor.

Optical Beam

Window Operation

Do not leave any part of your body in the window opening when the window is closing.

The window is controlled by the Logic Lock, a switch located above the moveable panel of the window.
The Logic Lock has three settings: Daytime Use, Peak Period, and Night Latch.
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Daytime use
Use this setting when you want the window to open and close automatically.

Make sure the Logic Lock is set to
Daytime Use (neither side is
depressed).
3
o
Peak Period
Press for
Daytime Use Night Latch
(neither side —5
’ depressed) .
‘ [ r—— e
Logic Lock
Peak period

Use this setting when you want the window to remain open at all times.

Make sure the Logic Lock is set to Peak
Period (the left side of the switch is
depressed).

When the Logic Lock is in the Peak
Period position, the window will

Press for g
Peak Period

(neither side

not activate. depressed)

I '
Logic Lock

. .. . Press for
remain open. The proximity sensor will ' Dotiine Usé Night Latch

To close the window, reset the Logic
Lock to the Daytime Use setting and
move away from the window.

Night latch

Use this setting when you want the window to stay closed and locked.

SS Series Transaction Window - Installation, Maintenance and Service Manual
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Make sure the Logic Lock is set to Night
Latch (the right side of the switch is
depressed).

When the Logic Lock is in the Night

L. . . . Press for g
Latch position, the window will remain s

Press for

closed and the proximity sensor will not Fiaytime Uz Night Latch
. (neither side E
activate. depressed) 73

[ e
To open the window, reset the Logic

Lock to the Daytime Use setting.

Logic Lock

Preventative maintenance

Your window is designed to require very little preventative maintenance. To keep the window in top
shape, follow the guidelines below:

Important Safety Warnings & Instructions

Do not install, operate, or service this window without having carefully read this manual.
For future reference, have this manual available while using this window and always
follow the instructions provided.

To avoid risk of electric shock or injury, before cleaning or servicing the window, turn off
all power to the window at the source.

Any installation, maintenance, repair, and/or electrical work must be done by qualified
persons in accordance with all applicable codes and standards and manufacturer’s

> B P

recommended procedures.

Daily
1. Set the window to Peak Period operation.
2. Check the black plastic track under the moving panel.
3. Remove any spilled food or drink.
4. Wipe the track with a damp cloth.

5. Set the window back to the normal setting for that time of day.

NOTE: The moving parts of the window do not require lubricating (oiling).

Yearly

Call a qualified service technician to provide a complete service check.
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Troubleshooting guide

SS Series Pass-Thru Window

WARNING: Important Safety Warnings & Instructions

instructions provided.

> BB

recommended procedures.

Problems with opening or closing

Do not install or operate this window without having carefully read this manual. For
future reference, have this manual available while using this window and always follow the

To avoid risk of electric shock or injury, before cleaning or servicing the window, turn off
all power to the window at the source.

Any installation, maintenance, repair, and/or electrical work must be done by qualified
persons in accordance with all applicable codes and standards and manufacturers

Problem

Possible Cause

Solution

The window opens only when
you are very close to it, or you are
far away from it.

The proximity sensor is not
properly set.

Adjust the proximity sensor.

The window opens when the
Logic Lock is set to Peak Period,
but does not open when the

The proximity sensor is set too
low.

Adjust the proximity sensor.

Logic Lock is set to Daytime Use
and someone approaches the
window.

The proximity sensor has failed.

Replace the proximity sensor.

There is debris in the window
track.

Clean out the window track.

The window does not open

The guide track is cracked or
broken.

Replace the guide track.

smoothly.

The idler pulley is worn out.

Replace the idler pulley.

The motor is damaged or worn

out. Replace the motor.
The window opens too quickly or | The opening speed is not Adjust the opening speed.
too slowly. properly set.

SS Series Transaction Window - Installation, Maintenance and Service Manual
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Problem

Possible Cause

Solution

The window does not open when
the motor turns, or only opens
part way.

There is debris in the track.

Clean out the track.

The guide track is cracked or
broken.

Replace the guide track.

The drive rope is stretched.

Adjust the drive rope tension.

The drive rope is stretched
beyond repair, or is broken.

Replace the drive rope.

The drive spring is stretched
beyond repair, or is broken.

Replace the drive spring.

The motor does not turn when
the window is activated.

The power supply is not fully
connected or is disconnected.
(Only applies if the window was
recently serviced)

Reopen the hood cover and
reconnect the power supply.

The main control board has
failed.

Replace the main control board.

The motor has failed.

Replace the motor.

The window closes too quickly or
too slowly.

The closing speed is not properly
set.

Adjust the closing speed.

The closing time control is not
properly set.

Adjust the closing time control.

The window does not close all of
the way.

The closing time control is set
too low.

Adjust the closing time control.

The closing speed is set too low.

Increase the closing speed.

NOTE: The closing time control and the closing speed work together. If the window does not close all of

the way, you can increase either the time or the speed. You should not need to increase both.

The moving panel hits the end of
the frame when opening.

The end sensor has failed.

Replace the end sensor.

The motor continues to run after
the window is closed.

The closing time is too high.

Decrease the closing time.

SS Series Transaction Window - Installation, Maintenance and Service Manual

| Page 13




—— @ QSL SRV

= X

Other problems with the electronics

SS Series Pass-Thru Window

Problem

Possible Cause

Solution

The main control board was
replaced but the window is still
not working properly.

The Logic Lock circuit has failed.

Replace the Logic Lock circuit.

The ribbon cable was pinched or
drilled when installed, and the
window does not work.

The ribbon cable is damaged.

Replace the ribbon cable.

There is no motion at all, and all
other problems have been ruled
out.

The main control board has
failed.

Replace the main control board.

Other problems with the mechanical parts

glass.

The seal has broken.

Problem Possible Cause Solution
The Logic Lock will not lock.
The Logic Lock’s locking pin has )
The Logic Lock’s locking pin has | broken. Replace the Logic Lock.
fallen off.
There is condensation in the The glass is cracked or broken.
Replace the glass.

System Adjustments

Adjusting the proximity sensor

The proximity sensor sends out an optical beam. When an object moves into the beam, the window will

open. When the object moves out of the beam, the window will close.

Problem:

quite far away from it.

Cause:

Solution:

The proximity sensor is not properly set.

Adjust the proximity sensor.

The window only opens when you are very close to it, or the window opens when you are

SS Series Transaction Window - Installation, Maintenance and Service Manual
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1. Find the sensor on the inside bottom of the window sill.

I,

Proximity .
Sensor

B |

Optical Proximity Sensor

2. Find the access hole for the sensor control (the trimpot).

Proximity
Sensitivity Trimpot
Proximity Sensor Adjustment

3. Adjust the proximity sensor control with a small slot screwdriver (jeweller’s screwdrivers work
best).

If you want the window to open when someone is farther from it, turn the control
clockwise. P

If you want the window to open when someone is closer to it, turn the control counter-
clockwise. Q

4. Test the window.

5. Adjust the proximity sensor again if needed.

Adjusting the opening speed

Problem: The window opens too quickly or too slowly.
Cause: The opening speed is not properly set.
Solution: Adjust the opening speed.
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1. Remove the hood cover screws and hood cover.

r T— 1 | -
e o |
- |

Hood Cover, Header Cap & Logic Lock

Trlmpot R38 '
‘ Opening Speed

Window Opemng Speed

51

4. Adjust the opening speed control with a small slot screwdriver (jeweller’s screwdrivers work best).
If you want the window to open faster, turn the knob clockwise. P

If you want the window to open slower, turn the knob counter-clockwise. Q
5.  Test the window to ensure the opening speed is satisfactory.
6.  Adjust the speed again, if needed.

7. Replace the hood cover and hood cover screws.

Adjusting the closing speed

Problem: The window closes too quickly or too slowly.
Cause: The closing speed is not properly set.
Solution: Adjust the closing speed.
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1. Remove the hood cover screws and hood cover.

ooscoer ]

|k

- W
A \
=l —

Hood Cover, Header Cap & Logic Lock

2.  Inside the hood, find the main control board.

N
Po— Trimpot R25
= ..
- e ., ol

Window Closing Speed

4. Adjust the closing speed control with a small slot screwdriver (jeweller’s screwdrivers work best).
If you want the window to close faster, turn the knob clockwise. P

If you want the window to close slower, turn the knob counter-clockwise. Q
5. Test the window to ensure the closing speed is satisfactory.
6.  Adjust the speed again, if needed.

7.  Replace the hood cover and hood cover screws.
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Adjusting the closing time control

Problem: The window closes too quickly or too slowly.
Cause: The closing time control is not properly set.
Solution: Adjust the closing time control.

1. Remove the hood cover screws and hood cover.

O =

Main Control
w
A <

e ——

Closing Time Control

4. Adjust the closing time control with a small slot screwdriver (jeweller’s screwdrivers work best).

If you want the window to close in less time, turn the knob clockwise. P

If you want the window to close in more time, turn the knob counter-clockwise. Q
5.  Test the window to ensure the closing time is satisfactory.
6.  Adjust the closing time control again, if needed.

7. Replace the hood cover and hood cover screws.
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Adjusting the drive rope tension

Problem: The window does not open when the motor turns, or only opens part way.
Cause: The drive rope has stretched.
Solution: Adjust the drive rope tension.

Basic adjustment

1. Remove the hood cover screws and hood cover.

3 ——

, Lk —
e e |

-2

Hood Cover, Header Cap & Logic Lock

2.

3.
Loosen Screws
to Adjust
Tighten Screws
to Lock

Rope Tension Adjustment Locking Screws
4. Turn the rope tension adjustment bolt clockwise. P

Rope Tension Adjustment Bolt

SS Series Transaction Window - Installation, Maintenance and Service Manual
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5. Re-tighten the locking screws.
6.  Reconnect the power supply.

7. Test the window. If the window is working properly now, replace the hood cover and hood cover
screws. Otherwise, continue to the Advanced adjustment.

Advanced adjustment

1.  Disconnect the power supply.

2. Turn the rope tension adjustment locking screws clockwise. P

3. Turn the rope tension adjustment bolt counter-clockwise. Q

4. Slide the two halves of the rope tension bracket towards each other.
5.  Remove the header cap screws and the header cap.

Unplug the Logic Lock.

Power Supply l
Connector -
18
£ Facing Out ;“"
i
e

Logic Lock Connector

7. Slide the moveable panel to the middle of window.

8.  Tilt the moveable panel away from the window frame then lift the panel off the track.

Tilt Window Away From Frame and Out

SS Series Transaction Window - Installation, Maintenance and Service Manual | Page 20
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9.  Unscrew the tension spring nut from the drive rope tension assembly.

Drive Rope Tension Spring Attachment

10.  Slide the drive rope tension spring off its post.

11.  Tie a knot in the drive rope, as close as possible to the crimp in the rope.

“Hn‘ ‘ i_
&l

‘ Drive Rope Tension
Tie Knot in Rope Spring Post

£
*.
—————— 4—_(—

Shortening Drive Rope

12.  Slide the drive rope tension spring back onto the post.
13, Screw the tension spring nut back on the tension assembly.

14.  Tilt the moveable panel back into place. IMPORTANT: Make sure that the bearings are riding on
the top guide track.

15, Plug the Logic Lock connector back in. Make sure that the white stripe is facing out.
16.  Replace header cap and header cap screws.
17.  Reconnect the power supply.

18  Replace the hood cover and the hood cover screws.

System Replacements
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Replacing the proximity sensor

Problem: The window opens when the Logic Lock is set to Peak Period, but does not open when
the Logic Lock is set to Daytime Use and someone approaches the window.

Cause: The proximity sensor has failed.
Solution: Replace the proximity sensor.
1.  Remove the hood cover screws and hood cover.

. T
= EEEEE
a L

Hood Cover, Header Cap & Logic Lock

2. Disconnect the power supply.

Optical Proximity Sensor

SS Series Transaction Window - Installation, Maintenance and Service Manual | Page 22
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4. Using a flat pry bar, pry up one edge of the proximity sensor cover, then twist the cover off.
—

5.

6.

B

Proximity Sensor Connector

7. Outline the old sensor on the sill so the new sensor is installed in the right place.

8.  Gently pry up and remove the old sensor.

Pry off Sensor ;
Here e T
Pr—— i

Remove Proximity Sensor Board

9. On the new sensor, find and remove the backing for the double-sided mounting tape.

10.  Using your outline as a reference, position the new sensor where the old sensor used to be.
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11

12,

13.

14.

15.

16.

17.

Press the sensor down to secure it with the double-sided tape.
Plug in the proximity sensor connector.
Replace the grounding strap screw.

Snap the sensor cover back in.

IMPORTANT: Make sure that the cover lines up with the adjustment access hole.
Reconnect the power supply.
Replace the hood cover and hood cover screws.

Test the window and adjust the proximity sensor as required. (The steps are described in this
manual.)

Replacing the ribbon cable

Problem: The window does not work, and all other problems have been ruled out.
Cause: The ribbon cable was drilled through or pinched during installation and now is damaged.
Solution: Replace the ribbon cable.

1.

Remove the hood cover screws and hood cover.
- T ST

» | b Al =S

; g | ~h
. Cvesierco |
ESp - W

’ = ,

Hood Cover, Header Cap & Logic Lock

Power Supply Connector

Remove the header cap screws and the header cap.
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4. Inthe header compartment, find and unplug the Logic Lock.
l
Ccnnectcr
- ===
. Facing Out
Logic Lock Connector
5.  Inthe header compartment, find and unplug the end sensor.
6.
PrOX|m|ty
Sensor
7.

Remove Proximity Sensor Cover 1 Remove Proximity Sensor Cover 2
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8. Inthesill compartment, unplug the proximity sensor connector.

Proximity Sensor
Connector

Proximity Sensor Connector

9.  Tiealength of string around the ribbon cable at the plug.

IMPORTANT: Make sure the string is long enough to go from one end of the window frame to the
other.

Ribbon Cable

Ribbon Cable With String

10.  Gently pull the ribbon cable up through the access holes in the side of the window frame.
IMPORTANT: Keep the string — you will need it to guide the new ribbon cable through the frame.
T—

‘44

Bottom Side Frame Access Port

A s}
'
—_-- SRS ]

Top Side Frame Access Port

11.  In the header compartment, unplug the main connector from the main control board.

Main Control

Electronic Components
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12.  Cut any straps holding the ribbon cable down. Be careful not to cut any wires.

Ribbon Cable Connector

13.  Remove the old cable.

14 Plug the main connector on the replacement ribbon cable into the main control board. The main
connector can only go in one way.

15.  Plug the replacement ribbon cable into the end sensor (the white stripe on the connector faces up).

The end sensor cable connector is the cable with the red stripe.

/ . 1| End Sensor
Connector
Screws
-

White
| Stripe UP

End Sensor

16.  Plug the replacement ribbon cable into the Logic Lock. Make sure that the white stripe is facing out.
Both the end sensor and the Logic Lock use a similar connector but are designed so they cannot be
plugged into the wrong slot.

Power Supply l
Connector
f _L |
5 - l
White Stripe ‘ &
. Facing Out ‘}T‘
Tee—.

Logic Lock Connector

17.  Remove the end of the string from the old ribbon cable.

18 Tie the string onto the plug on the replacement ribbon cable.
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19.

21

22,

24.

SS Series Pass-Thru Window

Gently pull the ribbon cable up through the access holes in the side of the window frame until the

plug is in the sill compartment.
Remove the string.

Plug in the proximity sensor connector.

Proximity Sensor
Connector

N N |
o | "'"\::‘ ™
¢ - L

Proximity Sensor Connector

Using straps, fasten down the new ribbon cable to the mounting blocks.
Replace the proximity sensor cover.

Replace the header cap and header cap screws.

Reconnect the power supply.

Replace the hood cover and hood cover screws.

Replacing the end sensor

Problem: The moveable panel hits the edge of the frame when opening.
Cause: The end sensor has failed.
Solution: Replace the end sensor.

1.

Remove the hood cover screws and hood cover.
P 1L ﬂ}._/&ﬂ%r ¥

VLS
Header Cap 8 \
- -

28
= N

Hood Cover, Header Cap & Logic Lock

‘ﬂl
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Disconnect the power supply.

] eut apart

Power Supply Connector

Inside the hood, find the end sensor and unplug it.

Main Control
B T
e & I

- oSt
e ———

= . —

Electronic Components

Remove the end sensor mounting screws, then lift up and remove the faulty end sensor.

.“” . | End Sensor
Mounting Connector

Screws

= o
4*-{ W

-

o

F White
Stripe UP

End Sensor

Insert the new end sensor, then replace the end sensor mounting screws. IMPORTANT: Make sure
the white stripe is facing up.

Plug in the end sensor connector. It can only be connected one way.
Reconnect the power supply.

Replace the hood cover and hood cover screws.

Replacing the main control board

Problem: There is no motion at all, and all other problems have been ruled out.

The main control board has failed.
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Solution: Replace the main control board.

1. Remove the hood cover screws and hood cover.

Electronic Components

4, On the main control board, unplug the transformer connector, the motor connector, and the ribbon
cable connector.

r" ol

Motor Control Board Connections
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5. Slide out the old board.

6. On the new board, make sure that the jumper (switch) marked “JP1” is set to mag.

Jumper JP1 Settings

7. Slide in the new board.

8. Plug in the ribbon cable connector, the motor connector, and the transformer connector. Each is
designed to only fit one way. If the connector does not plug in easily, it is going into the wrong
opening.

9. Reconnect the power supply.
10.  Test the window.

11.  Adjust the opening speed, closing speed, closing time control and / or proximity sensor if needed.
(The steps are described in this manual.)

12.  Replace the hood cover and hood cover screws.

Replacing the Logic Lock circuit

Problem: The main control board was replaced but the window is still not working properly.
Cause: The Logic Lock circuit has failed.
Solution: Replace the Logic Lock circuit.

1. Remove the hood cover screws and hood cover.

- | —
- -
e R
_—

Hood Cover, Header Cap & Logic Lock
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2. Disconnect the power supply.

Power Supply Connector

3. Remove the header cap screws and the header cap.

Unplug the Logic Lock.

Power Supply \
Connector —

- _
" —
. Facing Out ;.T‘

Logic Lock Connector

Remove the Logic Lock mounting screws, then the faulty Logic Lock circuit.

Logic Lock Pltx;cgker

 —
—

Mounting
Screw

Rear View of Logic Lock

6.  Insert the new Logic Lock circuit, and replace the Logic Lock mounting screws.

7.  Plugin the Logic Lock cable connector. Make sure that the white stripe is facing out.
8. Replace the header cap and header cap screws.

9. Reconnect the power supply.

10.  Replace the hood cover and hood cover screws.
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Replacing the idler pulley

Problem: The window does not open smoothly.
Cause: The idler pulley is worn out.
Solution: Replace the idler pulley.

1.  Remove the hood cover screws and hood cover.

2.

3.

4.

5.

; 1) sk = 3T

- — -
eader Cap \

- e\
U :

Hood Cover, Header Cap & Logic Lock

/ '/; s |
=

Power Supply Connector

Remove the header cap screws and header cap.

Unplug the Logic Lock.

Power Supply \
Connector -

-

Logic Lock Connector

Slide the moveable panel to the middle of window.

SS Series Pass-Thru Window
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Tilt the moveable panel away from the window frame, then lift the panel off the track.

=

Tilt Window Away From Frame and Out

7. Remove the nut holding the drive rope on, then slide the drive rope off its post. Repeat for the drive
spring. The drive rope and drive spring will probably fall off the pulleys when you do this.

Drive Rope Tension Drive Rope
Spring Attachment Nut Attachment Nut
—_— !’
— Drive Rope Tension .
(e 3 Spring Post = | Drive Rope Post Ju=

Drive Rope & Drive Rope Tension Spring Attachment

8. Remove the idler pulley lock screws.
Assembly
9.

Drive Rope Tension —
Adjuster

,,...A_—.—“——__m!
e 355
Drive Rope Idler Pulley
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10.

11

12.

13.

14.

15.

16.

17.

18.

Put in the new pulley assembly.

Replace the pulley lock screws.

Slide the drive rope around the idler pulley and / or the drive pulley.

Replace the drive rope on its post, then replace the nut. Repeat for the drive spring.

Tilt the moveable panel back into place. IMPORTANT: Make sure that the bearings are riding on
the top guide track.

Plug the Logic Lock back in. Make sure the white stripe is facing out.
Reconnect the power supply.
Replace the header cap and header cap screws.

Replace the hood cover and hood cover screws.

Replacing the drive rope

Problem: The window does not open when the motor turns, or only opens part way.
Cause: The drive rope is broken or is stretched beyond repair.
Solution: Replace the drive rope.

1.

V|

v « -
- — N
5 /. Header Cap R
Logic Lock : I = I

Hood Cover, Header Cap & Logic Lock
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2. Disconnect the power supply.

Power Supply Connector

3. Remove the header cap screws and the header cap.

Unplug the Logic Lock.

Power Supply
Connector

: ﬁ —

y White Stripe EJ

. Facing Out ‘:?‘
e

Logic Lock Connector

5.  Slide the moveable panel to the middle of the window.

Tilt the moveable panel away from the window frame, then lift the panel off the track.
W S y)~

Drive Rope Tension Drive Rope
Spring Attachment Nut Attachment Nut

. Drive Rope Tension & . ;
— spring Post [t "

Drive Rope & Drive Rope Tension Spring Attachment
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8.  Remove the nut holding the drive spring on, then slide the drive spring off its post.
9.  Remove the damaged drive rope and spring from the window frame.
10.  Put the new drive rope and spring back into the window frame.

11.  Loop the drive rope around the drive pulley, then around the idler pulley.

| —————
—

Idler Pulley
i
o A |

R ————
Drive Rope Drive Pulley

Drive Rope Drive Pulley

Drive Rope Idler Pulley
12.  Slide the drive rope onto the post, then replace the nut.
13.  Slide the drive spring onto the post, then replace the nut.

14 Tilt the moveable panel back into place. IMPORTANT: Make sure that the bearings are riding on
the top guide track.

15 Plug the Logic Lock connector back in. Make sure that the white stripe is facing out.
16.  Replace the header cap and header cap screws.
17.  Reconnect the power supply.

18, Replace the hood cover and hood cover screws.

Replacing the drive spring

Problem: The window does not open when the motor turns, or only opens part way.
Cause: The drive spring is broken or stretched beyond repair.
Solution: Replace the drive spring.
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1. Remove the hood cover screws and hood cover.

/ / = — -
-

Hood Cover, Header Cap & Logic Lock

2. Disconnect the power supply.
.

Power Supply Connector

3. Remove the header cap screws and the header cap.

Unplug the Logic Lock.

Power Supply ‘
Connector -

.|
¢ F 'ﬂ

l White Stripe
-— Facing Out N

T

Logic Lock Connector
5. Slide the moveable panel to the middle of the window.

Tilt the moveable panel away from the window frame, then lift the panel off the track.

Tilt Window Away From Frame and Out
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10.

11

12

13.

14.

15.

16.

17.

18

19.

Remove the nut holding the drive rope on, then slide the drive rope off its post.

Drive Rope Tension Drive Rope
Spring Attachment Nut Attachment Nut
B Drive Rope Tension 2 .
e 3 Spring Post [ Drive Rope Post fe

Drive Rope & Drive Rope Tension Spring Attachment
Remove the nut holding the drive spring on, then slide the drive spring off its post.
Remove the drive rope and spring from the window frame.
Separate the drive rope and drive spring.
Attach the new drive spring to the drive rope.
Put the drive rope and spring back into the window frame.
Loop the drive rope around the drive pulley, then around the idler pulley.

Drive Rope Tension
Adjuster

{4}
: [
¢ Motor

|

Drive Rope Drive Pulley [*

Idler Pulley
QM
Drive Rope Idler Pulley

Drive Rope Drive Pulley

Slide the drive rope onto the post, then replace the nut.
Slide the drive spring onto the post, then replace the nut.

Tilt the moveable panel back into place. IMPORTANT: Make sure that the bearings are riding on
the top guide track.

Plug the Logic Lock connector back in. Make sure that the white stripe is facing out.
Replace the header cap and header cap screws.

Reconnect the power supply.
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20.  Replace the hood cover and hood cover screws.

Replacing the motor

Problem: The motor does not turn when the window is activated.
Cause: The motor has failed.
Solution: Replace the motor.

1. Remove the hood cover screws and the hood cover.

/ 7‘ % ‘ ‘.A-
(G \
T

Hood Cover, Header Cap & Logic Lock

2. Disconnect the power supply.

PowerSuppIy
Connector

Power Supply Connector

3. Remove the header cap screws and the header cap.

4. Unplug the Logic Lock.
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