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Standard Features
• Easy to assemble and install
• Clean, architecturally pleasing 

look
• Glass can be installed at any angle 

and is self supporting. It does not 
require top or bottom support 
rails

• Easy to install, during or aft er 
construction

• Cost eff ective installation
• Weatherproof with a low mainte-

nance cost

T E C H N I C A L  S P E C  S H E E T

Construction Design
Easi-Servs patio windscreen posts 
provide you with a versatile system 
that gives you complete fl exibility 
in the layout of patio, balcony, 
swimming pool or other areas 
that require a sturdy glass fence or 
windscreen. Fully engineered for 
wind loading, the patio glazing posts 
are constructed from proprietary 
aluminum extrusions, are impervious 
to rusting and are available in a 
variety of lengths and fi nishes.

Patio Post Design
• Eight glass pockets with snap-

in covers allows one post 
design to be used for multiple 
confi gurations

• Pocket designed to hold self 
supporting tempered glass panels

• Constructed of proprietary 
aluminum extrusions with 
continuous glass channels

• Installed on steel stanchions 
wedge anchored to foundation

• Engineered for guard load and 
wind loads of 25 psi.

• Standard fi nish in either clear 
anodized aluminum or black 
baked enamel. Powder coating 
in a selection of standard and 
custom colours is also available.

• Variety of standard and custom 
lengths available

• Can be extended for use as light 
stand or for hanging baskets.

Easy to Install 
Patio Windscreen System

Patio Windscreen



www.easi-serv.com 2Technical Specs : Patio Windscreens

Post Finishes

Standard Finishes

We also off er a selection of posts with powder coat fi nishes in custom 
colors. Talk to us about your custom needs.

Panel Glazing
Frosted Glass Coating: A semi-transparent frosting which is perfect 
for a stylish and semi-transparent appearance. 

Color Tinted Glass:

                                                           Easi-Serv off ers a variety of tinted                                                 
                                                           window colors. Contact us to                   
                                                           discuss your custom needs.

PATIO WINDSCREENS

Patio Windscreen Options

Gate Opening 
Th e gate can be fi tted with a swinging 
door and easy to grab, chrome handle 
to allow access in or out of the patio / 
windscreen area.

Patio Post Construction
Each post has 8 slots to attach the 
panels, making it very easy to as-
semble a variety of confi gurations 
for the windscrened area. 

Post Extensions
Patio posts can be extended up 
to 61” in height to add lights or 
brackets for hanging fl ower baskets.

Measurement References

Spacing Between Posts 60” - 72”
Post Height 61” - 72”

How to Calculate Glass Width

EASI-SERV PRODUCTS INC.
Surrey Design Centre
211-12899 76th Ave

Surrey, B.C. Canada V3W 1E6
Tel: 604.590.0106 Fax: 604.590.1334

PATIO WINDSCREEN POSTS
GATE DETAIL
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Post Spacing: 3 6.00
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Th e standard fi nishes are available in clear 
anodized aluminum or black baked enamel.
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