f \

Patio

|
Windscreen H"J’Hl
System

Easy to Install
Patio Windscreen System

Installation Manual

Easi-Serv

302-6741 Cariboo Road

Burnaby, BC

Canada

Telephone: 1.604.422.8611

Toll Free in North America: 1.888.591.0106

Fax: 1.604.422.8376

Email: service@easi-serv.com

Web: www.easi-serv.com



mailto:service@easi-serv.com

—— CQSL SRV

= X

PATIO WINDSCREEN SYSTEM

Table of Contents

1. LAYOUT OF POSTS 3
2. INSTALLATION OF POSTS 3
3. INSTALLATION OF GLASS 4
4, How 10 CALCULATE GLASS WIDTH & INSERTING THE GLASS 5
5. STEP BY STEP VISUAL GUIDE FOR INSTALLING THE SYSTEM 6
6. INSTALLATION GUIDELINES FOR PATIO FENCING GATE 7
PATIO WINDSCREEN SYSTEM - INSTALLATION MANUAL | PAGE 2



——_ @ QS| SPIV PATIO WINDSCREEN SYSTEM
~~ X

1. Layout of Posts

To conform to building codes NBC 1995, BCBC 1998, UBC 1997 and IBC 2000, the following specifications
must be met:

1. Glass used should be 1/2” (12mm) and tempered.

2. The maximum post height is 72” (1.82m) based on the maximum distance between posts of 72"
(1.82m).

3. Patio posts can be installed using two different methods: on steel mounting posts set in a concrete slab
or steel stanchion posts bolted to concrete slab using wedge anchors.

4. It is better to calculate glass dimensions once posts are installed (in case post locations change during
installation). See diagram 1 on page 5 for instructions on how to determine glass dimensions.

2. Installation of Posts with Steel Stanchion Posts Bolted to
Concrete Slab

1. Layout location of posts.
2. Place stanchion posts in correct location and mark the locations of each wedge anchor hole.

3. At the marked anchor hole locations, drill 1/2" holes approximately 5" (127mm) deep to accept wedge
anchors.

4. Insert wedge anchors into wedge anchor holes.

5. Place stanchion post onto wedge anchor.

6. Shim stanchion post until plumb and square. Secure with supplied washers and nuts.

7. Slide patio windscreen post over stanchion posts.

8. Complete steps 1 through 7 for all patio windscreen posts.

9. Install glass (see Section 3). After installing glass proceed with Steps 9 through 11 below.

10. Drill and fasten patio windscreen post to stanchion post. Drill holes through the patio windscreen post
into and through stanchion post and fasten using the screws provided. Holes should be located in two
glazing channels on opposite sides of the post. The first hole should be 6” (152mm) up from ground level,
and the second hole should be 18” (457mm) up from ground level.

11. Replace snap-in caps into glazing channels that are not being used for glass.

12. Drill and secure top caps.
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3. Installation of Glass

1. Determine glass dimensions: see Diagram 1 on next page. When you order glass, ensure that both the
top and bottom edges are finished (polished) by the glass supplier.

2. Determine height of bottom edge of glass from ground (this may vary from post to post if ground level
is uneven).

3. Trim glazing setting blocks (supplied) and snap-in cover (supplied) to length.

4. Insert glazing setting blocks into glazing channels that are designated to take glass. The setting blocks
do not need to be secured to the posts as they are held in place by the snap-in cover.

5. Start glazing at one end of the “fence” and work your way along the fence. See Diagram 2 on next page
for details.

6. Insert glass into glazing channel of first post.

7. Twist second post so that glass can be inserted into the glazing channel then twist post back into
position.

8. Proceed to next lite and install in same manner as above. Continue along “fence” until all glass is
installed.

9. Check that all posts are in line with each other and adjust if necessary.

10. Secure glass in place by inserting vinyl into glazing channel on each side of the glass.
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4. How to Calculate Glass Width & Inserting the Glass
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Diagram 1: How to Calculate Glass Width
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1. SETTING WEDGE ANCHORS

AND SQUARE

SHIMMING TO MAKE IT PLUMB 3.

5. Step by Step Visual Guide for Installing the System
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7. SECURING GLASS WITH VINYL 8. TAPPING SNAP-IN CAPS INTO
PLACE
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6. Installation Guidelines for Patio Fencing Gate
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48” stanchions must be used for the two posts used in the gate installation.

Line up stanchions center to center at 36 5/8”apart.

Check patio plans and determine swing of gate.

Choose lock strike flashing appropriate to plans (left hand or right hand).

Place flashing on post and screw in lock strike with screw provided.

Run a black silicone bead between post and flashing.

Place the post with the hinges and the post with the lock strike on their stanchions.

Make sure the posts are square to each other.

Using self tapping screws provided, fasten thru one of the unused glazing channels into the
stanchion to prevent rotation of the post. If possible, also secure in a second glazing channel
opposite of the first channel you secured thru.

Check the measurement. From face to face it will require 32 3/8” for glass clearance. If there is not
32 3/8 clearance, adjust stanchions to suit.

Remove the 2 hinge cover screws and cover for each of the 3 hinges. Place the screws and cover
within reach for gate glass installation.

Place on the hinge one half of the hinge glazing gasket for all three hinges.

Place glass on hinges (two people are STRONGLY recommended for this step and the next three
steps) Make sure the gasket did not fall off and is placed correctly.

Place second half of the glass hinge gasket on the three hinges.

Place the hinge cover on the hinge and secure with the screws.

Check that the glass was installed square to the post and adjust by loosening the hinge cover
screws. Make sure the glass does not pass by the inside edge of the hinge to prevent the glass from

binding on the post.
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17. Install the passage latch and handles on the glass, making sure to install to the patio plans for
swing of gate (instructions for the latch are in the latch box).

18. Check that everything lines up on the passage latch and the lock strike. Stations can be shimmed
by loosening the wedge anchor bolts and shimming with horseshoe shims for a correct alignment.

19. Use the self-tapping screws to secure the door stop on the correct side of the door as required by
the layout of the patio. Make sure to install the stop level with the bottom of the glass line so the
stop will not hit the passage latch.
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